
Six Eyes RGBS Canning Light 
User's Manual 
Thanks for using our products. For your safety, please read the User's Manual 

carefully before your operation. 
This Manual includes theimportant information of installation, operation, 
safety instruction. Please install and operate as requested in the Manual, 

meanwhile, please keep the manual for any unexpected requirements 



IPrefaca 
This Manual includes the important information of installation and operation. 
In order to make sure the correci and safety installation, operation and 
maintenance, well know and fol.o: to the instructions of Manual is necessary. 
Please keep the manual for any uepected requirement. We will not take any 

responsibility to the iighe damage roerty toss or body injure which caused 

by the incorrect instatlation, opetarion and r.aintenance. 

NOTICE: The data which inside ie al:uei maybe changed due to the 
continuous improvement, and we'i not maka anoiher notice. We will keep the 

right to any specification update curing improvement

I.PackingContent 
1. The Light (1PCS) 

2 User's Manual(1PCS) 

3. Power cable 

Please check if all the contents are completed after unpacking? then, check if 

the light is undamaged? Please you can keep the original package and return 

to the factory if it's damaged 

II. Safety information 
1. This product is only operated by adult; please put it where the child ca 

not touch it. 

2. Please check if the voltage is accordance with the rated power or nor 
before installation, and please note the total electric circuit load. 

3. This device is for indoor use only, the light must be kept dry and avoided 3. 
to use under the Moist, Overheat or Dusty surroundings. If there is any 

water or other liquid in the product, please cut off the power and contact 

your supplier.
Make sure that the power cable does not shrink volume, and the 4. 

insulation cover of power cable will not be scratched by anything sharp. 
5. Please cut off power when doesn't use or before cleaning, maintenance 

the light. 

The light doesn't include any spare parts for repair. In order to avoid 6 
danger, please do not open and change the product structure by yourself. 



V.Operation 

AO01 A512 OMX512 Control Mode 

Axxx P1 Red on.seif-propelled mode 

P2 Green on, seif-propeiled mode 

P3 Blue on, seif-propelled mode 

P4 RGB or self-propelied mode 

RGBtransition,self-propelled mode 
P6 RGE Gradient,self-propelled mode 

P7.P8 P7 RGB Auto)( P8 Strobe Auto) 

s01 Sound Control-Color transition 

SO2 x Sound Control color gradient 

DMX512: 

Value description 

CH1 R, G, B The total dimming linear dimming from 
0-255 

dark to bright 

CH2 0-255 The red laser extinguishes the brightness from 

dark to light 

CH3 0-255 The green laser turns off the brightness from dark 

to light 
CH4 0-255 The blue laser extinguishes the brightness fromn 

dark to light 

CH5 0-255 Stroboscopic: from slow to fast 

CH6 0-255 Motor positioning function 



Green laser 0-255 12 

dimming 

13 Auto mode 0-255 

14 Reset 250-255 (5 {) second 

V.Cleaning & Maintenance 
Clean the product frequently, it can keep the output brightness and extend 

the product life 

A warning: It must be power off before clear 

maintenance of the light. 

ng or 

1. Product cleaning 
A. Clean the output acrylic board and product body every 2 weeks, or 

smoke dust accumulation will weaken the brightness of the light. 
Use soft cloth with water to clean, do not with organic solvent ,such 

as ethyl alcohol 

C. Clean the cool fan each month 

B. 

2. Product maintenance 
Product maintenance must consider the below terms. 

All screws mounted on the lamp must reliably tightened, check and 

replace the corroded screws. 
B. Ensure fixed point for installation without any deformation 

A. 

C. Check if the power cable is damage, and if the insulation layer is wear 

down. 

D. To ensure good connection of the various parts of the circuit, and to 

avoid unnecessary accidents coursed by bad electrical connections, 

the detailed inspection of the light must be make by the authorized

electrical engineer every three months. 

VI. Technology Parameters 
Voltage: AC110-220V, 50/60Hz 

Power: 60W 

Light source: 1x 15W 4 in 1 LED,4x3W UV LED, 2 x 3W white LED 

Laser diode: R100mW, G 20mW 

Pattern: grating 

Channel: 14CH 

Control mode: Sound activity, master-slave, Auto, DMX 

3 



VI. Technology Parameters 

Power supply: AC 110/220V 50/60Hz 

Diode laser: Green50mw /520nm, Red 100mW/650nm*2 

Blue150mw/450nm 

Controls:Soundactivate, Auto, DMX512,Master/Slave 

Modulation system: high-speed motor, Scanning angle 360 rotating 

Program effect :various spot beam network, green and blue scanning 

360 °rotating 

breakpoint overlapping scanning results, blanking effect, hundreds of 

different effect program memory 

Dimension size: 33*19.5*7cm 

Packing size: 33*25*17cm 

57*52*35cm (6PCS/CTN) 

N.W:1.7kg. 
G.W: 2.Skg, 17kg(6PCS/CTN) 

Applicationfields: Disco dance hall, KTV, club, Large celebration ceremony 

& performance, etc. 


